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Pergunte ao Euca Expert /  Ask the Euca X  Pert

www.eucalyptus.com.br
www.celso-foelkel.com.br
___________________________________________________

Perguntas / Questions


___________________________________________________

Pergunta nº: 797/Question nº: 797

Título: /Title: How to use Eucalyptus log for veneer purposes.

                   Por: / By: Thanh - Thien Nga Company
E-mail: thienngaplywood@gmail.com

Questão: /Question:

Dear Sir


I am Thanh - director of THIEN NGA PLYWOOD COMPANY LTD, VIETNAM. We are a plywood manufacturer. In Vietnam, there are a lot of eucalyptus log but we don't know how to peel them to make veneer. We tried many times but they were broken (cannot peel). Please introduce us book or person know how to use eucalyptus log. Thanks a lot.

Best regards,

Mr.Thanh
_________________________________________________

Resposta por Celso Foelkel: / Answer by Celso Foelkel:

Dear Mr. Thanh, thanks for your message.

In case you may still need references of someone to help you with the Eucalyptus logs, I suggest to get in touch with Mr. Manoel Francisco Moreira, a Brazilian forest engineer who worked in Brazil with Boise Brazil, developing the most suitable Eucalyptus wood for veneer purposes.

His direction is the following:

Mr. Manoel Francisco Moreira
CHICO MOREIRA FLORESTAL LTDA.
Phone: +55-51-34020000

e-mail address: chicomoreira@chicomoreira.com.br
Webpage: www.chicomoreira.com.br
 

I wish good luck and a lot of success in your business with the Eucalyptus.

Celso Foelkel
__________________________________________________

Outros Comentários:  /  Other Comments:  

Por: / By: 

E-mail: 
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